
Innocut Micro 461
The fully synthetic, not water-
miscible metalworking oil for 
micro-spraying technology. 

Properties:

metalworking oil doesn’t mix with water

on a synthetic basis

with synthetic and derivative solids

free from chlorine and zinc

sulphur-free

low atomisation and evaporation

Application range:

especially for micro-spraying technology 

for machining and non-machining production

for milling, drilling and sawing

for punching 

for mild steels for automatic lathes, heat-
treatable steels

for non-ferrous metals

especially suitable for the machining of 
aluminium

partly suitable for stainless steel

Innocut Micro 461
Pioneering - Sustainable - Tried and tested
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Colour: light 1.0 DIN ISO 2049

Density 15 °C: 0.850 mg/cm³ DIN ISO 12185 

Viscosity 40 °C:  21 mm²/s ASTM D 7042

Flash point: 
(as per Cleveland)

 >175 °C DIN ISO 2592

Technical data

 
Single unit  

 
Container form*

 
Order No.

20 litres Plastic canister 03-461020

170 kg Metal drum 03-461170

*other containers available on request

Ordering information

Unit Testing methodSpecific value

Innocut Micro 461
Pioneering - Sustainable - Tried and tested

This information has been carefully compiled and reflects the current state of technical development. We reserve the right to make changes in the interest of 
progress. No liabilities of any kind can be derived from it.


