
 
 

Product Information 
 

 
 

Industry Cleaner SA 270 
 

Broadband concentrate that is low in foam and water-soluble 
 
 

Product description:_________________________________________________________ 
 
 
SA 270 gets through, emulsifies, dissolves and removes dirt, oil, wax, mould, oily and greasy 
remains, gumming, smut etc. 
 
SA 270 is an all-purpose cleaner which is especially suitable for cleaning floors, cleaning 
vehicles, vessels, motors, and alloy-wheels.  
Application in communal businesses, production plants, large kitchens, as well as in 
household and hobby areas.  
Dilute SA 270 with water up to 1:40 
For severe soiling measure out accordingly.  
 
Advantages of the application with washing maschines for components______________ 
 

•    already at 40°C full cleaning power 
•    low in foam and biodegradable 
•    Liquid concentrate: Cleaning medium immediately ready for use according to dosage 
•    Application concentration for all washing machines 2-5% 

 
Main advantages____________________________________________________________ 
 

•    Economically, can be diluted with water up to 1:40 
•    Immediately mixable in all ratios 
•    No remains, does not leave oil film 
•    Easy to apply 
•    Effective, removes greases and oils 
•    Not inflammable, biodegradable 
•    Not affection of lacquer-, plastic-, or light metal surfaces 

(At dilution: not below 1:20) 
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Order information:__________________________________________________________ 
 
Order Number:  individual content:   Gebindeform: 
03-270010   10 litres    plastic canister 
03-270020   20 litres     plastic canister 
03-270030   30 litres    plastic canister 
03-27020   200 litres     plastic barrel 
 
 
Safety-related specifications:__________________________________________________ 
 
Industry cleaner SA 270 
       Unit:    Method of testing: 
 
Colour:  red    -   visual 
 Smell:   weak- typical   -   - 
Flash point:  not applicable   °C   DIN 51 376 
Density 20°C:  1.09    g/ml   DIN 51 757 
pH value 20°C: 11.0    -   - 
solubility in water: completely soluble, unrestricted 
water hardness  
stability:  even at high water harness no interferences 
ADR/GGVS:  no hazardous item, not compulsory to characterize 
Biodegradable: yes    -   DIN EN 29 888 
Dangerous reactions: do not mix non- diluted product with acids 
Containing  
substances:   non ionic tensides, phosphates, alcohols, auxiliary material and water 
 
 
 
The presented information has been thoroughly composed and complies with the current  
level of development. Adjustments are reserved on behalf of advancement. Obligations of 
any kind can not be conducted from it.  
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